When can the car tires be replaced? 


Both the driver and the owner, if different, shall ensure that the car pneumatic treads are above the legal 
minimum of 1.6 mm. Either with a pneumatic gage or with a basic 20p test is fast. Only put a 20p into the 
strips on your car pneumatics, and you can see some of the rim elevated on the coin, your pneumatics are 
unlawful. You should still inspect the shaft tread along the diameter of the shaft. 


When you are inside the vehicle, it is easy to forget your pneumatics, but they are your only point of 
communication with the vehicle and their success is important for your protection and quality. Just like 
your feet after so much exercise, after each drive your car tyres get stretched out a little more. When your 
pneumatics start degrading beneath a certain threshold, output slips, just like your car! If you do not feel 
like your car is also catching the lane, particularly in the wet, and stopping distances are rising you should 
consider replacing your pneumatics. 



Although the legal minimum is 1.6 mm, it is advised that when you reach 3 mm you consider adjusting the 
pneus, so keep an eye on the pneumatic treads with daily inspections. A tread wear indicator bar exists 
on many pneumatics companies but typically it is at legal level, so if your pneumatic treads are flush with 
the indicator bar, new pneumatic tires are desperately needed. If you want to guarantee that you are as 
safe as possible, it is not a smart idea to rely on this indicator bar. You will see if the tyre's tread on a 
treadmill is poor rather than waiting until it is actually below the cap. 


In addition to testing the pneumatic treads, pneumatic repair involves checking the pneumatic sidewalls 
for holes, bulges and blisters. This may result in the pneumatic leaks and also in the blow-out. These 










warnings are also that you should fix the vehicle pneumatic tires as a matter of urgency. If cost is a 
problem, you should check and purchase low-cost tyres. 


Tyre wear is because of many causes, not just use and age, many of which are deliberately avoided. You 
should monitor the pneumatic pressures periodically to make sure they are not under or over-inflated, 
try avoiding needless emergency stoppages, and expert monitor the wheel alignment if you strike a pot 
or a kerb. Visit Tyres and Tracks for more information. 



